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Data Centre Environmental
Monitoring System

SP8 is an ethernet environmental monitoring device
equipped with 8 sensor ports to monitor a range of
environmental sensors. SP8 provides a versatile and
cost-effective way of monitoring data centres and
critical IT environments via a web browser or network
management system using SNMP.

SP8 has been designed as an out-of-the-box monitoring
solution. Sensors can be quickly connected to the RJ45
ports on the rear of the SP8 and all connected sensors
are immediately auto-detected by the SP8 to simplify
device configuration.

SP8 can provide vital early warning of potential threats
to data and hardware from heat, floods, fire, power failure,
air conditioning failure and other environmental problems.

SP8 can send email alerts to key personnel as standard,
and automated text and voice alert messages may also
be received via our optional Jacarta Alert Centre facility.

The following optional sensors are available for the SP8:
- Temperature

- Temperature/humidity
- Security

- Voltage

- Water leak detection

- Airflow

Alarm Notification

SP8 can be configured to provide SMTP email alerts based
on sensor alarm conditions. Where an NMS is present,
the SP8 will send SNMP traps to 2 management stations
if required. Our optional Alert Centre facility can provide
SMS text messages, voice alerts and email notification to
up to 6 recipients.
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Key Features

* Remote data centre monitoring via
network

* 8 Sensor ports
* 1U Rackmountable

* Additional dry contact/volt-free
contact ports available with SP8
X20/X60 versions

* Multiple Sensor options available

* Monitoring via web browser and/or
NMS (SNMP)

* Email alerts

* \Voice & SMS alerts available via
Jacarta Alert Centre (optional)

* Auto-detection of sensors connected
for quick & easy installation

* User configurable alarm threshold
levels
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SP8 Options

As well as the SP8 sensors, a variety of
additional equipment is available to enhance
your SP8 implementation.

Sensor Controlled Relay

Each RJ45 sensor port on the SP8 can also
become a digital output port, and
in conjunction with our Sensor Controlled
Relay feature can be automatically
activated when a sensor alarm occurs.
Consequently it is possible to automate
event actions independently of manual
intervention.

Alarm Beacon/Sounder

An alarm beacon/sounder can be connected
to one of the RJ45 sensor ports on
the SP8 to provide visual/audible alarms
to on-site security personnel.

Alert Centre

The SP8 will provide email alerts and SNMP
traps as standard, and voice and
SMS messaging can also be provided for
the 8 RJ45 sensor ports with our
optional Alert Centre facility. This will help
you to receive sensor alarms to your
landline or mobile phones, 24 x 7.

SP8 - Specifications

* Network: 10Mbps Ethernet

e Sensors Available:  Temperature
Temperature/Humidity
Security
Water Leak
Voltage
Smoke
Dry Contact Cable

(optional)

All sensors available with 4m and 18m interface cable lengths

as standard. Other lengths available on request. * Weight: 0.4 Kg
¢ Configuration: HTTP browser o LED: Power, link status, link activity and
* Monitoring: Browser, NMS (up to 2 workstations) 8x2 sensor LED status array
o Alerts: Email to 8 recipients * Power: 7.5 Vde
SNMP traps (up to 2 receivers) * Warranty: 1 year

Alert Centre voice and SMS messages

Other SP8 Products

The SP8 X20 is a 1U rackmount device that contains all
the standard SP8 features but can also monitor status
conditions of a further 20 dry contact normally open/closed
alarm inputs.

SP8 X60 is a 2U rackmount device that can monitor up
to 60 dry contact inputs in addition to the standard SP8
feature-set.

The SP8 X20 and X60 dry contact ports can be used to
connect into, and monitor, a whole host of on-site alarm
panels via the network. These include security and fire
alarm systems, air conditioning units, UPS systems and
generators. The SP8 makes it possible to view the status
of these facilities using a web browser, and receive alarms
via email, SMS or voice messages.

SP8 X20 front view

SP8 X20 rear view

* Logging: System and sensor logging, viewable
through graphs

¢ Log interval: User-configurable

e Graphs: Historical, viewable via web browser

¢ Firmware Upgrade: Via Network connection
* System Security:  User/admin password protection
* Dimensions (cm):  4.57(h) x 23.37(w) x 13.77(d)

All specifications may be subject to change without notice.
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